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PF81EQ

EasyLED Series

Reveal Large Round
Area Light - Enclosed IP67

Reveal Large Round Area Light - Enclosed
Catalog # Description
Complete Units
Ordering Information
Example: PF81EQF1X176U5KCBSP

PF81E Model: PF81E

Q LED Mfr: Q=QSSI

F Optics: F=Type V

1X Number 
of Arrays: 1X=One

176 Wattage: 176=176w

U Ballast: U=120-277V

5K CCT: 5K=5000K

C Lens: C=Clear Prismatic Array Lens,
L=LumaLens Opal Array Lens

B Color: GP=Graphite, B=Black, W=White, G=Gray, Z=Bronze

SP Options: SF=Single Fuse, DF=Double Fuse,
SP=Surge Protection

Housing:
Die cast aluminum housing, integral heat 
sinking, black powdercoat finish over a 
chromate conversion coating. Photocell 
adaptable.
Lens:
Clear prismatic or LumaLens opal array lens to 
seal LED array. Polycarbonate prismatic outer 
conical lens. 
Mounting:
Accommodates 76mm tenons
LumaFit LED:
Array Lumens: 24,553
Delivered Lumens:
14,521 (Clear Prismatic Array Lens)
11,795 (LumaLens Opal Array Lens)
CRI: 80+
CCT: 5000K
Rated Life: 50,000 Hours
5-Year Warranty
Aluminum Boards
Wattage:
Array: 176w, System: 186w
Driver:
Electronic Driver, 120-277V, 50/60Hz
Dimmable Driver
Listings & Ratings:
IP67
Operating Temperatures: -40°C to +50°C

Options:
Surge Protection

505mm

679mm

Catalog #
PF80PC

Description
Polycarbonate outer conical lens replacement 

PF80PC
(Shown Installed)

PF81EQF1X176U5KC PF81EQF1X176U5KL
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